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STAINLESS STEEL WIRE MESH PLAINWEAVE
Grade: 304
Wire Dia: WireDiametre
Aperture: Distance between parallel wire threads, measured in mm
Open Area: Gives the percentage of open area in a standard wire mesh

NB For aperture dimensions in microns 1mm = 1000 microns

Mesh No. Wire Dia Aperture Open Area Weight Roll width Roll length
(mm) (mm) (%) (kg/m (mm) (m)

2 0.890 11.81 86.5 0.77 1000 30
4 0.890 5.46 74.0 1.53 1220 30
6 0.810 3.43 65.6 1.91 1220 30
6 1.190 3.05 51.8 4.11 1220 30
8 0.890 2.29 51.8 3.07 1220 30
10 0.584 1.96 59.3 1.65 1000 30
12 0.584 1.52 51.8 1.98 1220 30
16 0.457 1.13 50.7 1.62 1220 / 1550 30
20 0.406 0.86 46.2 1.60 1220 30
22 0.340 0.81 49.6 1.23 1500 30
30 0.229 0.62 53.1 0.76 1220 30
40 0.203 0.43 46.2 0.77 1220 30
50 0.180 0.33 41.9 0.78 1000 30
30 0.140 0.28 44.4 0.57 1000 30
80 0.121 0.20 38.8 0.60 1000 30
100 0.101 0.153 36.0 0.48 1000 300

Sold per Lineal Metre, cut across the width of the roll. Minimum order 1 metre.
Other sizes, weave patterns & Grade 316 mcan be sources on request.

STAINLESS STEELWIREMESH WELDED (coils)
Grade: 304
Mesh No: Indicates the number of mesh (holes) within a lineal inch
Wire Dia: WireDiametre
Aperture: Distance between parallel wire threads, measured in mm
Open Area: Gives the percentage of open area in a standard wire mesh

Sold per Lineal Metre, cut across the width of the roll. Minimum order 1 metre.
Other sizes, weave patterns & Grade 316 mcan be sources on request.

STAINLESS STEEL WIRE MESH HEAVY GAUGE WELDED (sheets)
Suppliers range includes Wire diameters from2 6mm

Square/Pitch dimensions (wire spacings centre to centre in mm)
from 25 100mm

304 and 316 stainless steel is available in stome instances.
*Sourced to Order Please check availability

Mesh No. Wire Dia Aperture Open Area Weight Roll width Roll length
(mm) (mm) (%) (kg/m (mm) (m)

2 1.19 11.51 82.1 1.37 1000 30
4 0.81 5.54 76 1.27 1000 30


